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SCALE: NONE

LIFT STATION CONCRETE WET/DRY WELL DETAIL O

NOTES FOR DESIGNER: (DO NOT INCLUDE ON CONSTRUCTION DRAWINGS)

1. SEE SHEET 4.

KEYED NOTES:
(1)) ACCESS DOOR.

6"® GALVANIZED STEEL VENT PIPE WITH
BIRD SCREEN. PAINT WITH TWO COATS
EPOXY ENAMEL.

6’ ID PRECAST CONCRETE MANHOLE
SECTIONS. MASTIC SEAL AT ALL JOINTS.

COAT EXPOSED CONCRETE SURFACES
WITH WATER SEAL COMPOUND.

((5) SEE ELECTRICAL DETAIL
[SEE SHEET 4]

COAT ALL INTERIOR CONCRETE SURFACE
WITH TWO COATS OF COAL TAR EPOXY
SEALANT (KOPPERS BITUMASTIC NO.
300—M TAR EPOXY OR APPROVED EQUAL).

DRAWING DEVELOPED FOR ML-3/
ML—4 PROJECTS. FOR ML—1/
ML—2, ADDITIONAL REQUIREMENTS
AND QA REVIEWS ARE REQUIRED.
(REMOVE THIS NOTE WHEN IN—
SERTED INTO A DRAWING PACK—
AGE)
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